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CARACTERISTICI: 
Difuzor introducere și 
evacuare cu jeturi orientabile 
și plenum multifuncțional.

CONSTRUCȚIE: 
Difuzor cu jet turbionar, 
culoare RAL 9010, cu lamele 
orientabile din polipropilenă 
culoare neagră RAL 9005. 
Plenum cu dublă funcție 
de introducere și evacuare 
executat din oțel galvanizat. 

UTILIZARE: 
Pentru instalare in plafoane 
false modulare, introducere și 
evacuare simultană.
Înălțime montaj 2,5-4,1 m.

MONTAJ: 
Fixare in plafon fals.

CHARACTERISTICS: 
Supply and return swirl 
diffuser with adjustable 
throws and multifunction 
plenum.

CONSTRUCTION:
RAL 9010 white painted 
steel diffuser with deflection 
blades made of polypropylene 
RAL 9005 black. Double flow 
plenum made in insulated 
galvanized steel.

UTILIZATION:
For modular false-ceiling 
installation for contemporary 
air supply and return.
Installation height 2,5-4,1 m.

FIXING:
Fixing on false-ceiling.

NMF
BxH NMF

mm €

595x595

 N.B.: Prețuri cu filtru inclus - N.B.: Prices with filter included

Model - Model Ak [m
2]

P [m3/h] LWA [dB(A)] X(0,20) [m] Dpt [Pa]

min max min max min max min max

NMF 0,0189 160 375 24 33 2,2 4,3 10 50
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